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ILLUMENATED TRANSPARENT DISPLAY WITH 
MICROTEXTURED BACK REFLECTOR 
RELATED APPLICATIONS 
This application is a continuation-in-part of U.S. pa 
tent application Ser. No. 07/816405 entitled “LCD 
Display With Microtextured Back Reflector And 
Method For Making Same' filed in the name of Greg E. 
Blonder on Dec. 31, 1991 now U.S. Pat. No. 5,245,454. 
TECHNICAL FIELD 
This invention relates to illuminating devices, and, 
more particularly, to an illuminating device particularly 
useful for illuminating transparent displays such as liq 
uid crystal displays (LCD). By transparent display, 
applicants refer to visual display devices wherein either 
the visual message portion of the display or the back 
ground portion is transparent or translucent. 
BACKGROUND OF THE INVENTION 
The combination of microelectronic circuits and low 
power liquid crystal displays (LCD displays) has led to 
a wide variety of portable electronic products. These 
products range from electronic watches to hand-held 
television receivers and lap top computers. Low power 
consumption is a critical requirement for each of them. 
Despite their considerable utility in conjunction with 
integrated circuits, LCD displays have a number of 
shortcomings. In typical LCD cells the activated por 
tion is darkened, representing a visual message, and the 
unactivated portion is transparent, constituting visual 
background. One shortcoming of LCD displays is the 
relatively low contrast between the activated portion 
and the unactivated portion. The contrast can be in 
creased by backlighting the cell, thereby producing a 
sharp visual contrast between the portions of the cell 
darkened by activation and the light shining through 
the transparent regions. Unfortunately, conventional 
backlighting arrangements are inefficient. Even in so 
complex an electronic structure as a portable computer, 
the power used in display backlighting is the major 
drain on the system batteries. 
The copending application Ser. No. 07/816405 dis 
closes a microtextured reflector having dispersion char 
acteristics of enhanced uniformity and a display device 
which can be read over an enhanced range of viewing 
angles. Specifically, a reflector comprises a base plane 
having a microtextured surface comprising a pattern of 
microelements having maximum lateral dimensions less 
than 125 micrometers and smooth continuous mold 
formed surfaces arising from the base plane. A preferred 
reflecting surface is composed of closely packed, 
smooth-surfaced spherical segments having diameters 
of twenty-five microns and attitudes of four microns. 
SUMMARY OF THE INVENTION 
Applicants have discovered that a particularly effi 
cient illuminating device for a transparent display con 
prises a microtextured reflecting surface formed on a 
major surface of a transparent substrate and a light 
source for directing light into the transparent substrate 
approximately parallel to the major surface. Preferably 
the substrate has two major surfaces separated by a 
thickness in the range 0.5 to 1.0 mm so that the substrate 
behaves as a light guide. A substantial portion of the 
light passing into the substrate undergoes total internal 
reflection until it hits a microelement and is reflected 
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2 
out of the substrate. The result is an efficient illuminat 
ing device particularly useful for lighting transparent 
displays. 
BRIEF DESCRIPTION OF THE DRAWINGS 
The advantages, nature and various additional fea 
tures of the invention will appear more fully upon con 
sideration of the illustrative embodiments now to be 
described in detail in connection with the accompany 
ing drawings. In the drawings: 
FIG. 1 is a top view of a preferred reflector surface 
useful with the invention. 
FIG. 2 is a schematic cross section of the reflector of 
FIG. 1; 
FIG. 3 is a schematic cross section of a transparent 
display having a back reflector of the type shown in 
FIGS. 1 and 2; 
FIG. 4 is a graphical illustration showing the re 
flected intensity versus viewing angle of the reflector of 
FIGS. 1 and 2. 
FIG. 5 is a flow diagram showing the steps involved 
in making the microtextured back reflector of FIG. 1. 
FIGS. 6 and 7 illustrate schematic cross sections of 
the structures made at various steps in the process of 
FIG. 5; 
FIG. 8 is an alternative embodiment of a reflector; 
FIG. 9 is an embodiment of a reflector arrangement 
particularly useful in low light environments; 
FIG. 10 is an alternative embodiment of a low light 
arrangement; and 
FIG. 11 is a graphical illustration comparing lumi 
nance of the FIG. 8 low light arrangement with lumi 
nance from a typical back-lit arrangement now in com 
mercial use. 
It is to be understood that these drawings are for 
purposes of illustrating the concepts of the invention 
and are not to scale. 
DETAILED DESCRIPTION 
Referring to the drawings, FIGS. 1 and 2 are sche 
matic enlarged top and cross sectional views respec 
tively of a preferred reflecting surface for use with the 
invention. Specifically, FIG. 1 shows a greatly enlarged 
top view of a microtextured reflector 10 comprising a 
pattern of microelements, each having smooth, continu 
ous, mold-formed surfaces and maximum lateral dimen 
sions along the plane of the surface of less than about 
125 micrometers. Here the preferred pattern comprises 
a mixture of two microelements: spherical segments 11 
and random segments 12. The bases of the spherical 
segments, as seen from a top view occupy 50 to 90% of 
the reflector surface and preferably 50 to 80%. As seen 
from the top the spherical segments occupy on the 
reflector plane, base circles of diameter in the range 
10-125 microns, and preferably they all occupy bases of 
diameter 25-10 micrometers. Preferably the altitudes 
of the spherical segments (the perpendicular distances 
from the surfaces to the base planes) arc within the 
range 10-20% of the diameters. The spherical segments 
can be randomly distributed but arc preferably distrib 
uted in approximately an open hexagonal array. 
The random segments 12 are microelements having 
irregularly shaped bases disposed between successive 
spherical microelements. The random segments prefera 
bly have no dimension exceeding 125 micrometers and 
lateral base dimensions comparable to the base diame 
ters of the spherical segments. 
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The rationale for the preferred surface is as follows. If 
the surface consisted of a close-packed hexagonal array 
of spherical segments, then T/2V3s 90% of the base 
plane would be covered by the bases of the spherical 
segments. However the uniformity of the array could, 
under some lighting conditions, produce undesirable 
reflected "rainbow' effects due to diffraction. More 
over if the periodicity of the array were to match the 
periodicity of the pixels in an overlying LCD display, 
undesirable moire patterns could occur. However both 
of these problems can be avoided by randomizing the 
position of the reflecting segments. 
Preferred, however, is to space the spherical seg 
ments apart by about their base diameters and to fill the 
interstices between them with elements of randomly 
shaped bases having lateral dimensions comparable to 
the base diameters of the spherical segments. Since the 
radii of curvature of these random elements are approxi 
mately the same as those of the spherical elements, their 
reflectance as a function of angle will be nearly the 
Sae. 
As shown in FIG. 2, which is a schematic cross sec 
tion of the FIG. 1 reflector along the line A', the spheri 
cal segments 11 and random segments 12 are advanta 
geously molded or embossed into a plastic substrate 8, 
such as polymethyl methacrylate (PMM) coated with a 
reflecting material 9 such as aluminum. As can be seen 
from FIG. 2, while the bases of the random segments 
are irregular, the surfaces 12 extending up from the 
bases are preferably smooth and continuous. 
FIG. 3 is a schematic cross section of a transparent 
display using a microtextured back reflector of the type 
shown in FIGS. 1 and 2. Specifically, the display com 
prises a transparent display cell 30, such as an LCD cell, 
having a microtextured back reflector 10. Reflector 10 
is bonded to cell 30 by transparent cement 31 such as 
transparent silicone rubber cement 31. This display is 
particularly useful as a display screen for a portable 
telephone where the angle of view is not fixed. 
The advantages of the FIG. 3 visual display can be 
understood by reference to FIG. 4 which is a schematic 
graphical plot of reflected light intensity of the back 
reflector 10 versus angle of illumination 0. Viewing at 
normal incidence is presumed. Curve 1 shows the inten 
sity distribution for a conventional isotropic reflector, 
and Curve 2 shows the intensity distribution for a back 
reflector of the type shown in FIGS. 1 and 2. 
As illustrated the peak reflected intensity for the 
conventional matte finished reflector is in the normal 
direction with 6=0 . This is precisely the angle of 
maximum glare from a visual display using the reflector. 
Thus much of the light reflected by the conventional 
reflector is reflected at an angle a viewer is not likely to 
use and therefore wasted. 
In contrast, the back reflector of FIGS. 1 and 2 has a 
distribution which is relatively flat out to angles of 45 
or more, at which angle intensity falls off very rapidly. 
Thus the reflector of FIGS. and 2 when used in the 
display of FIG. 3 provides greater uniformity over a 
wider range of viewing angles. More specifically, the 
range of efficient reflection for the reflector of FIGS. 1 
and 2 can be controlled by controlling the ratio of the 
altitude h of the spherical segments to their base plane 
diameter d. The greater h/d, the greater the radius of 
curvature and the larger the maximum reflected angle 
6. Specifically, h/d=tan 8/4. 
FIG. 5 is a block diagram showing the steps used in 
making a microtextured reflecting element of the type 
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shown in FIGS. 1 and 2 FIG. 6 shows the structures 
produced at various stages of the FIG. 5 process. 
The first step shown in FIG. 5A is to provide a sub 
strate such as a silicon wafer (60 of FIG. 6). 
As illustrated in FIG. 5B, the next step is to form on 
the substrate a planar pattern of photoresist correspond 
ing to the bases of the spherical and random segments to 
be formed. This can be accomplished using conven 
tional photolithographic processing. FIG. 6 shows the 
substrate 60 supporting adherent planar regions of pho 
toresist 61 and 62 corresponding to the bases of spheri 
cal and random segments. Preferably the segments have 
a maximum lateral dimension of less than 125 microme 
ters. The photoresist can be AZ 1300 or AZ 1400 con 
mercially marketed by Shipley Photoresist Co. 
The third step shown in FIG. 5C is to heat the resist 
to form smooth continuous segments. For example heat 
ing developed AZ 1300 spots to 110° C. for a period of 
about 4 minutes produces smooth continuous profiles as 
shown in FIG. 7. The radius of curvature of the spheri 
cal segments formed by this process is uniquely deter 
mined by the thickness of the resist and the diameter of 
the base. 
As shown in FIG. 5D, the fourth step is to form an 
embossing surface or mold conforming to the thus 
formed surface. This can be accomplished, for example, 
by electroplating a few mils of nickel onto the surface of 
FIG.7. The resulting textured nickel foil can, in turn, be 
laminated to a copper plate or roll. The final step shown 
in FIG. 5E is to use the textured surface to texture 
plastic material or metal foil. Plastic, in turn, can be 
provided with a reflecting surface of aluminum by vac 
uum evaporation, and the back reflector is complete. 
FIG. 8 illustrates that microtextured reflective ele 
ments in accordance with the invention can be recessed 
into the body of the reflecting layer rather than project 
ing out from the body. Specifically, FIG. 8 is a cross 
section of a reflector wherein the reflective elements are 
inverted as compared with FIG. 2. Inverted spherical 
segments 71 and random segments 72 arrayed and di 
mensioned as described in connection with FIGS. 1 and 
2 are molded or embossed into plastic substrate 8. In this 
particular embodiment the plastic is a transparent plas 
tic and reflecting material 79 is selectively applied to the 
inverted reflective elements to form a transflective de 
vice capable of transmitting backlighting in light poor 
environments and reflecting light in light rich environ 
ments. Specifically, the uncoated transparent plastic 
regions transmit backlighting (not shown) and the re 
flecting elements 71 and 72 reflect ambient light. Such a 
transflective device is useful as a back reflector in the 
display of FIG. 3. 
The reflecting material 79 can be selectively applied 
to the inverted elements by an electroplating process 
using a sensitizer. After the surface is formed on the 
plastic, the sensitizer is applied and the surface is sub jected to buffing to selectively remove the sensitizer 
from the non-recessed regions. Electroplating will then 
selectively deposit reflecting material in the recessed 
regions where the sensitizer remains. 
The microtextured reflecting material is particularly 
useful for applications in a light poor environment 
where supplemental lighting is required. FIG. 9 illus 
trates an illuminating device for providing lighting to a 
display 89. The device comprises a transparent substrate 
90 having a pair of major surfaces 91 and 92. A mi 
crotextured surface is formed on at least one of the 
major surfaces-preferably the major surface 92 away 
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from display 89. A light source comprising a lamp 93 
and reflector 94 (preferably paraboloidal in cross sec 
tion) is provided for directing light into the substrate 90 
generally parallel to the microtextured surface 92. The 
substrate 90 preferably has a thickness between the 
major surfaces of about 0.5 to 1.0 mm so that the sub 
strate acts as a light guide. Advantageously a diffusing 
surface 95 such as a white sheet is placed near the sub 
strate on the side opposite display 89. With this arrange 
ment, much of the light passing into the substrate moves 
through the substrate by total internal reflection until it 
hits a microelement and is reflected out of the substrate. 
The result is efficient back illumination for the display. 
FIG. 10 is an alternative embodiment of a low light 
arrangement similar to that of FIG. 9 except the diffus 
ing surface is omitted and the microtextured surface 92 
is provided with a coating 100 of reflecting metal such 
as aluminum. 
FIG. 11 is a graphical illustration comparing the 
luminance of the FIG. 10 arrangement (curve 1) with 
that of a back-lit watch purchased commercially (curve 
2). The microtextured surface of the FIG. 10 arrange 
ment used spherical segments with 30 micrometer diam 
eter (on the substrate plane) with 35 micrometer center 
O 
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to-center spacing. The segments extended to a height of 25 
about 5 micrometers above the substrate surface. The 
two arrangements employed the same light source. 
FIG. 11 shows that the FIG. 10 arrangement always 
exceeds the luminance required for reading (the dashed 
line) and shows a surprisingly enhanced luminance 
characteristic as compared with the commercial watch. 
It is to be understood that the above-described em 
bodiments are illustrative of only a few of the many 
possible specific embodiments which can represent ap 
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6 
plications of the principles of the invention. Numerous 
and varied other arrangements can be readily devised in 
accordance with these principles by those skilled in the 
art without departing from the spirit and scope of the 
invention. 
We claim: 
1. An illuminating device comprising: 
a transparent substrate comprising a pair of substan 
tially parallel major surfaces; 
one of said major surfaces comprising a plurality of 
spherical segments having smooth, continuous 
mold-formed surfaces and bases in the range 
10-125 micrometers in diameter; and 
means for directing light into said substrate in a direc 
tion generally parallel to said major surfaces. 
2. A device according to claim 1 wherein said major 
surfaces are spaced apart by a thickness of about 0.5 to 
1.00 ram. 
3. A device according to claim 1 further comprising a 
diffusing sheet disposed parallel to said major surfaces. 
4. A device according to claim 1 wherein said spheri 
cal segments are coated with reflecting material. 
5. A device according to claim 1 wherein said spheri 
cal segments have altitudes which are 10% to 20% of 
the diameters of their bases. 
6. A device according to claim 1 wherein the com 
bined areas of the spherical segment bases comprises 50 
to 90% of the area of the major surface on which they 
are formed. 
7. An illuminated display device comprising a trans 
parent display device and an illuminating device ac 
cording to claim 1 or 2 or 3 or 4 or 5 or 6. 
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